On the Calculation of the Exponential Bound Parameter for Phase Quantized 8-PSK by Ross, Michael D. & Osborne, William P.
Southern Illinois University Carbondale
OpenSIUC
Articles Department of Electrical and ComputerEngineering
1995
On the Calculation of the Exponential Bound
Parameter for Phase Quantized 8-PSK
Michael D. Ross
New Mexico State University - Main Campus
William P. Osborne
osborne@engr.siu.edu
Follow this and additional works at: http://opensiuc.lib.siu.edu/ece_articles
Published in Ross, M.D., & Osborne, W.P. (1995). On the calculation of the exponential bound
parameter for phase quantized 8-PSK. IEEE Transactions on Communications, 43(234), 674-676.
doi: 10.1109/26.380088 ©1995 IEEE. Personal use of this material is permitted. However,
permission to reprint/republish this material for advertising or promotional purposes or for creating
new collective works for resale or redistribution to servers or lists, or to reuse any copyrighted
component of this work in other works must be obtained from the IEEE. This material is presented
to ensure timely dissemination of scholarly and technical work. Copyright and all rights therein are
retained by authors or by other copyright holders. All persons copying this information are expected
to adhere to the terms and constraints invoked by each author's copyright. In most cases, these works
may not be reposted without the explicit permission of the copyright holder.
This Article is brought to you for free and open access by the Department of Electrical and Computer Engineering at OpenSIUC. It has been accepted
for inclusion in Articles by an authorized administrator of OpenSIUC. For more information, please contact opensiuc@lib.siu.edu.
Recommended Citation
Ross, Michael D. and Osborne, William P. "On the Calculation of the Exponential Bound Parameter for Phase Quantized 8-PSK." ( Jan
1995).
614 IEEE TRANSACTIONS ON COMMUNICATIONS, VOL. 43, NO, 2/3/4. FEBRUARY/MARCH/APRIL 199.5 
On the Calculation of the Exponential Bound Parameter for Phase Quantized 
8-PSK 
Michael D. Ross, Member, IEEE and William P. Osborne, Senior Member, IEEE 
Abstract-The exponential bound parameter is numerically ‘Odes using Outputs ‘Om a quantized is bounded by: 
evaluated for 16-zone quantized 8-PSK for signal vectors bisecting 
For decision regions of equal span, signal vectors lying on decision 
boundaries are superior, confirming the result of Parsons and 
Wilson. Signal vectors bisecting decision regions are superior if provided that RO > R. is the length Of the ‘Ode, 
span of decision regions not containing signal vectors is optimized. 
decision regions and for signal vectors lying on decision boundaries. Pe I er2  -N[Ro-R] (1) 
is the number of data bits per symbol, R,, is the exponential 
a finite set of outputs { z . } ,  R is calculated from the transition boundaries are straight lines. 
I O  
I. INTRODUCTION 
probabilities P ( z  .Is .) as-follows: 
J I  
2 1  
(2) 
[ I  
During the past decades, forward error correcting codes have 
become widely accepted for digital communications over 
satellite channels, which are power and bandwidth limited. More 
R ,  = - log21 - c r%?W] 1 
additive white Gaussian noise (AWGN) channels, particularly M~ j i = o  
recently, the need for spectial efficiency on these channels has 
motivated the development of spectrally efficient coding 
schemes, such as trellis coded modulation (TCM), which use 
non-binary signaling. Often there is the additional requirement 
of constant envelope signaling, leading to the use of 8, 16, or 32 
PSK. Theoretical predictions of information rates on AWGN 
channels generally assume the use of coding, and maximum 
Quantization degrades the channel but is often a practical 
necessity. The degradation is minimized when the quantizer is 
designed to maximize the exponential bound parameter. 
The exponential bound parameter may be optimized by 
applying Lee’s criterion [5], which states that if p is a point on 
the boundary between two decision regions D and D of an b 
likelihood detection using soft decisions. This in turn assumes a 
continuous signal vector space for the receiver; however, the 
design of practical decoders requires that the receiver space be 
quantized in some way. 
Phase-quantized receivers are practical to build, and are an 
intuitively logical choice for use with PSK signaling. The merits 
of designing quantizers to optimize R, have been well 
established [l]. Parsons and Wilson [2] have investigated the 
optimal quantizer then it is necessary that: 
I M-1 c ] f ( r l m >  
= c [d- c “] , ( . lm1 
$mT i-0 [ m=O 
design of phase only quantizers to optimize R, for PSK M- I I M-1  
signaling. The purpose of this paper is to expand on the work of m=o P(blm) i = o  
(3) 
Parsons and Wilson, and to show that additional options exist for 
increasing R,. 
where f ( x  1 m )  is the probability density function of the received 
vector given that signal m was transmitted, P ( a l m )  is the 
probability that the quantizer will select D , given that m was 
transmitted, and P( b I m )  is the probability that the quantizer will 
select D , given that m was transmitted. Lee’s criterion indicates 
11. THE EXPONENTIAL BOUND PARAMETER 
It has been shown [ 1,3,4] that the attainable performance of 
Paper approved by Stephen G. Wilson, the Editor for Coding Theory and 
applications of the IEEE Communications Society. Manuscript received August 
31, 1993; revised May 2, 1994. This research was supported by NASA grant 
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b 
a local maximimum of&, and is a necessary but not sufficient 
for a global maximimum. NAGW-1746. 
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111. EXPONENTIAL BOUND PARAMETER FOR PHASE ONLY 
QUANTIZERS 
Parsons and Wilson [2] have investigated the design of phase 
only quantizers, for M-ary PSK with M=4, 8, and 16; using 
quantizers of M, 2M and 4M zones, and have shown that Lee’s 
criterion is met by quantizers in which the signal vectors lie on 
boundaries of decision regions as shown in Fig. 1, as opposed to 
quantizers in which the signal vectors bisect decision regions as 
shown in Fig. 2. This result is derived for 16 sector 8-PSK and 
then extended to 32-sector 8-PSK. 
I 
I 
Fig. 1. First configuration for 16-sector 8-PSK. 
Fig. 2. Second configuration for 16-sector I-PSK 
I I 
Fig 3 .  Third configuration for 16-sector I-PSK. 
As Lee’s criterion does not guarantee a global opimimum, 
further optimization of R, was sought and obtained using the 
configuration of Fig. 3. In this configuration the 8 sectors which 
encompass a signal vector have span of 4 ,  the 8 which do not, 
have span of - 4 .  The optimal value of 4 depends 
on the signal-to-noise ratio, and by selecting an appropriate value 
for the configuration 1. Fig. 4 shows Ro for the configuration 3 
as a function of 4 for Fig. 5 shows 
Ro as a function of for the three configurations of 16-sector 
8-PSK. Here, 4 is chosen to optimize Ro at - = ZOdB. Note 
that if configuration 3 is optimized, it has the greatest value of R, 
and the difference between configuration 3 and either 1 or 2 is 
greater than that between 1 and 2. 
When R, is optimized over 4, which can be accomplished by 
calculating -I?,,, we find that Lee’s criterion is not met at all 
points on the boundaries. Thus we suspect that further 
optimization would be obtained from a configuration in which 
the decision boundaries are not necessarily straight lines, 
although obtaining the exact configuration may be analytically 
intractable, and the gains minimal. 
of 4 ,  it is possible to make R 0 for configuration 3 exceed R 0 
E, 
NO 
- = 9, 10, and 1ldB. 
E, 
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Fig. 4. Optimization of R ,  for 16-sector 8-PSK 
V. CONCLUSION 
We have looked at the theoretical optimization of R, for 
phase quantized PSK signaling and have also calculated 
numerical values of R, for a few useful configurations. For 16- 
sector 8-PSK, the optimal configuration is not necessarily one in 
which the decision boundaries are straight lines. With the 
constraint that the decision boundaries be straight lines, the 
optimal configuration is one in which half of the decision 
boundaries contain signal vectors, while the span of the null 
decision regions is optimized for SNR. For 32-sector 8-PSK, the 
value of R, differs insignificantly among a number of 
configurations, and is in fact very close to the value of R, for 
unquantized phase. Therefore, we conclude that in the 
construction of systems to implement phase-quantized 8-PSK, 
minute gains obtainable by fine adjustments in decision 
boundaries of the quantizer will be overshadowed by practical 
considerations in hardware development. 
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